## Function Combinations
### MP9800 Series

<table>
<thead>
<tr>
<th>Available Function Combinations:</th>
<th>Inside Function (N)</th>
<th>Exterior Function (E)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Blank Escutcheon Plate</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Passage only (No cylinder)</td>
<td>01</td>
<td></td>
</tr>
<tr>
<td>No outside Operation (No Cylinder); Pull Only</td>
<td>10</td>
<td></td>
</tr>
<tr>
<td>Class Room Key Outside Unlocks/locks Trim</td>
<td>40+</td>
<td></td>
</tr>
<tr>
<td>Key unlocks Trim; Trim retracts latch; Trim relocks when key is removed</td>
<td>45</td>
<td></td>
</tr>
<tr>
<td>Freewheeling Trim; No Outside Operation</td>
<td>49</td>
<td></td>
</tr>
<tr>
<td>Key outside unlocks/locks O/S trim; Key inside unlocks/locks O/S trim</td>
<td>50</td>
<td></td>
</tr>
<tr>
<td>Freewheeling Trim; Key Outside Unlocks/locks Trim</td>
<td>52</td>
<td></td>
</tr>
<tr>
<td>Freewheeling Trim; Key unlocks Trim; Trim retracts latch/Trim relocks when key is removed</td>
<td>59</td>
<td></td>
</tr>
<tr>
<td>Electrified Trim - Fail Safe</td>
<td>903</td>
<td></td>
</tr>
<tr>
<td>Electrified Trim - Fail Secure</td>
<td>905</td>
<td></td>
</tr>
</tbody>
</table>

* Not recommended for use on any door used for Life Safety egress
+ Rigid lever

* Inside Function (N): 01, 10, 40+, 45, 49, 50, 52, 55, 59, 903, 905

* Exterior Function (E): 45, 49, 50, 52, 59, 903, 905

*Not recommended for use on any door used for Life Safety egress
+ Rigid lever